
75 m (L) x 48 mm (W) 
50 μm
Polypropylene film 
Acrylic
Transparent/Clear
22 ± 3gr
85.0 N/inch
100%
−10 °C ~ 60 °C 
−10 °C ~ 60 °C 
350mm x 250mm x 300mm
9.5 kg
36 rolls
12-24 months from the date of
manufacturing if stored correctly

To help ensure the healthy environment for
current future generations.
HACCP certified supplier.

Phone # (02) 8376 3535
ABN: 43 661 508 345

www.ecopackagingexperts.com.au
92 Tennyson Road, Mortlake NSW 2137

Size
Thickness
Backing material
Adhesiveness
Color
Coating Weight per SQM
Tensile strength
Elongation at Break
Application temperature
Storage temperature
Carton dimensions
Gross Weight
Carton Qty
Shelf Life

Freezer Grade Tape
48mm x 75m

Specification

Application

sticks easily and tightly on even bulky, odd-shaped items.
Adheres to paper, plastic wrap, and aluminum foil for a tight,
moisture-resistant seal. 
Ideal for storage in extreme temperature conditions and high
moisture environments *

Safemed Freezer Tape is specially designed for cold storage applications. This tape maintains strong
adhesion and durability in freezing environments. Resistant to brittleness, cracking, moisture, and
humidity, it ensures secure sealing and reliable performance in refrigerated and frozen storage
conditions.

* Suggested application at room temperature over 10°C before
storing sealed items at lower temperature
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Packaging & Shipping

Food & Beverage

Healthcare and Nursing

Logistics & Warehousing
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